
LEAD CONSTRUCTION MANAGER/CONTRACTOR JOB COMPLETION CHECKLIST

Unit Address: 							Date:				

Below are the items that must be inspected during all lead work.  You must be able to affirmatively check “YES” for each item.

YES	NO
o	o Proper and adequate containment was set up in all areas that work was performed.
o	o Areas not worked in were properly sealed off to prevent contamination.
o	o All workers were provided with and used proper PPE during lead work.
o	o If paint removal was performed, were only approved methods used.
o	o Approved Lead Paint Encapsulants* were used per the Scope of Work. 
	         Encapsulant Used: 					

o	o Only HUD approved/HEPA power tools used during the removal of lead paint.
o	o Proper HEPA vacuums were used to clean areas prior to wet cleaning.
o	o Only approved methods and cleaning products were used in wet cleaning of this unit.
o	o All debris was properly packaged and disposed of.
o	o Only HUD/EPA compliant lead hazards control methods were used in this unit.
o	o All lead hazards found on LIRA and Scope of Work have been addressed per HUD 		         Guidelines. 

The undersigned affirmatively attest that proper lead hazard control measures and cleaning methods were used during work on this unit.


													
Signature of LCM					Signature of Contractor

													
Printed Name of LCM					Printed name of Contractor

													
Foreman/Supervisor/Owner Name			Company Name



*- Approved encapsulation paints include: ECOBOND Lead Defender, Fiberlock Lead Barrier Compound or Child Guard, INSL-X Products LEADBLOCK, LEAD STOP. Kilz and other primers/stain blockers or latex paint coatings cannot be used for lead encapsulation. Encapsulants cannot be used on friction or impact surfaces. See HUD Guidelines Chapter 13 - Encapsulation.
